
1. Can be moved to different dock locations. One board can many times do the job of two
permanent levelers.

2. Initial cost savings. Costs hundreds, even thousands, less than levelers.

3. Maintenance cost savings. Nothing to be adjusted or get bent.

4. Equipment can be washed or cleaned, important for plants which handle food. No place for
rats to hide.

5. No maintenance for your people, you can sell it and forget it.

6. All of this means - lower cost per year - a real benefit!!!
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MLM - Your Portable Dock
Equipment Special ists

Why Portable Equipment?

The most important reason of all. We will not let you down. We try to do what your
customer needs and wants.

  2. Quick deliveries , best anywhere. Will help you get the order.

  3. Attractive sales literature. Shows the product and gives information on how to arrive at
the proper model number .

  4. Quality Products . Ones you can be proud to sell.
Watts line. If you get into a special application, you’re only a phone call away from help.

  5. Knowledgeable people will help you with that special case.

  6. Centrally located, minimizes freight costs.

  7. Both Steel & Aluminum construction. Enables you to quote either one.

  8. Custom made products  - No problem, fast quotations.

  9. Computer aided salesmen, give you the answers now . Can even help with freight rates.

10. Competitive prices . Helps you get the order.

Why MLM?

1 . Dependable Service
You can count on us!



Aluminum or Steel  -   Which One?

If a dockboard must be handled by hand, the aluminum dockboard is the correct board.  However , if the
dockboard is too heavy to be handled by hand, requiring a fork lift truck, then serious consideration should
be given to the steel dockboard.  The fork lift truck will never know the difference.

Factors in F avor of the Steel Board

1 . Steel dockboards are generally lower in price than aluminum boards.
This is especially true on railroad dockboards.

2. The steel dockboard has proven to be a much more durable product than the aluminum dockboard,
especially for applications where the treatment of the board is considered ”rugged”.  The steel board will
far out last the aluminum board, resulting in a greatly reduced cost per year .

3. The steel dockboard is actually a safer board. Because of the fact that steel dockboards are too heavy to
lift by hand, fork lift trucks must be used. This eliminates the likelihood of a back injury from lifting.

4. If the dockboard is ever damaged, repairs can be made more easily on a steel dockboard than on a board
made from aluminum. Most companies have welding equipment for steel, but not for aluminum (requires
heli-arc welding).

5. Steel has a harder surface than aluminum, giving greater resistance to abrasion. This means that the
raised diamonds of the treadplate will last longer on a steel board than on an aluminum board.

Truck Dockboards:

In order to properly spec out a truck dockboard four things must be known about the siding where the
board is to be used.

   1. The Dock Height.
   2.  The type of semi-trailers the customer will be servicing.
   3.  The type of equipment that will be driving over the dockboard.
   4.  Any special considerations because of dock bumpers, sloped docks, height restrictions,  etc.....

Dock Height:   Measure above ground level and note any sloping areas in front of the dock .  It is important to
know this dimension because this determines the height differential and the length of the dockboard.

Type of semi-trailers the customer will be servicing :  Regular semi-trailers vary between 45-55”.
Refrigerated trailers vary between 48-59”.  Also most refrigerated trailers have a step or longer ledge in the
rear of the trailer; this requires a longer lip than normal.

Type of Equipment :  You need to determine the largest truck (load) that will be taken over the board.  Also
note if pallet trucks, electric lift trucks, or any special equipment  that can only go up a gentle slope is to be
used with the board.

Special considerations because of dock bumpers, sloped docks, or sloped drives, Height restrictions :
Dockboards are made to go between the truck and the bumper not in between bumpers.  If this is not
possible, we will need to know the thickness and spacing of the bumpers.  Also at some locations because of
low ceiling heights the truck must back away from the building,  keep a look out for unusual situations.

By knowing this information you can then select the correct dockboard for your customer .
 (see work sheet on the next page for determining model number)

General Discussion on Dockboards

Page 5
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0 Work Sheet — TRUCK DOCKB OARDS

In order to select the correct dockboard, you will need certain measurements and information. Fill in the blanks on this page, and you
will then have developed the model number of the desired dockboard. Do not hesitate to call us if you need any assistance.

Fill in the five blanks below and you will have your complete model number .

Model Number

TYPE OF BOARD C A P A C I T Y WIDTH LENGTH H E I G H T
Wanted in 1,000 of lbs. in inches in inches DIFFERENTIAL

in inches

C W L H
Use LA for aluminum

Use SA for steel

NOTE:  Specify any special LIP length other than 9”.
Remember if your customer is getting in refrigerated
trucks he needs a 15” lip.

Lip length wanted if not 9”

LENGTH OF DOCKBOARD   LAXLE CAPACITY   C

OVERALL WIDTH   W

HEIGHT DIFFERENTIAL   H
( M a x i m u m )

To determine the axle capacity  ”C ” add the weight of the vehicle
to the maximum load.  Then multiply by the factor shown below .

Type of Equipment Weight on one Axle
(Factor)

Forklift Trucks   .90
Pallet Trucks .65
Four Wheel Platform Wheel Trucks 1.00
Two Wheel Hand Trucks 1.00

lbs. Weight of Vehicle
+ lbs. Plus Maximum Load

lbs. Total  x  factor = lbs.

Capacity  Wanted

We recommend a width of 18” to 24” wider than the overall width
of the vehicle or pallet (for pallet trucks).  A 60” wide board is
ideal for most pallet and lift trucks.  Remember the usable width
is 6” less than the overall width, because of the side curbs.

HIGHEST TRUCK HEIGHT    ”T”

We recommend using 55 for
”T” unless your customer says otherwise,
since 55” is the maximum height of most
trailers.  On refrigerated trailers use 59”.

DOCK HEIGHT    ”D”

(You must measure this.)

HEIGHT DIFFERENTIAL (maximum)
”H”  is  equal to T  minus  D

in.

in.

in.

T =

– D=

H=

To determine the length of the board needed, you need to know three
things.  The dock height, if your customer gets in refrigerated trucks, and
what type of vehicle or vehicles are going across the board.

Once these factors are known, refer to the opposite page for the
recommended board length.

If more than one type of vehicle is being used, use the longest length
obtained from the table.  If the length is not on the chart, a board and
ramp combination or Mini-Ramp may be needed.  Please call us, we will
be glad to go over the application with you and give our recommendations
as to what is needed.

Length  Wanted

or 15” on
R e e f e r s
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Recommended  Board  Length
for Truck Dockboards

Pallet Trucks Only Pallet Trucks and Electric Lift T rucks Propane or Gas
Lift Trucks Lift  Trucks Only

(7 degree slope) (7 degree slope) (8 degree slope) (10 degree slope)

Reg. Semi Reg. & Reg. Semi Reg. & Reg. Semi Reg. & Reg. Semi Reg. &
Trucks Reefer Trucks Reefer Trucks Reefer Trucks Reefer
Only Trucks Only Only Trucks Only

9” Lip 15” Lip 9” Lip 15” Lip 9” Lip 15” Lip 9” Lip 15” Lip

DOCK
Height

54” 66 72 66 72 60 66 48 54

53” 60 66 60 66 54 60 42 48

52” 48 72 48 72 48 66 36 54

51” 42 78 42 78 42 72 30 60

50” 48 84 48 84 48 78 36 66

49” 60 90 60 90 54 84 42 72

48” 66 96 66 96 60 96 48 78

47” 72 72 66 54 84

46” 84 84 72 60 90

45” 90 90 84 66 96

44” 96 96 90 72

43” 96 78

42” 84

41” 90

40” 96

We have been asked by our agents to put the length formula in table format. F or those of you
who prefer that format the preceding table is for you.

Formula for the Length of Dockboard Needed

To determine the length of the board, you must know the
maximum height differential “H” and the slope angle.  The
slope angle must be low enough so that there will be no
chance for a hang-up.  For rider type trucks 10 degrees is
satisfactory.  The length is obtained by using the formula
below.

L =   (    x ) +Max. Height
Differential

Angle
Factor

Lip
Length

Note: Board length is based on normal semi-truck heights from 47” to 55” and refrigerated trucks from 47” to 59” high.  Also
boards for refrigerated trucks need a 15” lip instead of the normal 9” lip.  If length needed is not on this chart, a board and ramp
combination or Mini-Ramp may be needed.  Please call us, we will be glad to go over the application with you and give our
recommendations as to what is needed.

Type of
Equipment

Recommended slope angle for
various types of equipment

Slope  Angle Factor

Fork Lift Trucks
Gasoline or Propane
Fork Lift Trucks
E l e c t r i c

Pallet Trucks
E l e c t r i c
Pallet Trucks
Hand

Two Wheel Hand Trucks

Four Wheel PlatformTrucks

10o 5.8

8o 7.2

6o 9.6

7o 8.2

12o 4.8

10o 5.8
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Product Durability Reference Sheet

After having been in business for 45 years, we feel we can draw upon past experience to give some
guidelines regarding our equipment and its uses.  The following is a recommended guideline for our
type of dock equipment in general.

1. ”SA” series steel truck board  - best suited for companies running 3 shifts,  24 hr . days, high
volume, abusive environment,  specifically for forklift traffic.  (welded leg assembly)

2. ”SDP” series steel dockplate  -  suited for high volume applications, running one or two
shifts, for forklift applications. (welded leg assembly)

3. ”APHP & APXH”  series aluminum dock plates  - suited for forklift traffic - not high volume
applications, single shift operations, 5-day work weeks, loading/unloading 2-3 trucks per
day.  (bolt-on leg assembly)

4. ”LA” series aluminum dockboards  -  suited for forklift traffic and pallet jack, both powered
and non-powered  - not recommended for high traffic applications,  single shift operations,
5 day work weeks, servicing up 6-8 trucks per day .  (welded leg assembly)

5. ”APC ” services aluminum dockplates with curbs  - for pallet jacks (powered or non-
powered) and limited forklift traffic, single shift operation, two shipping days per week
handling 5-6 trucks per day. (bolt-on legs)

6. ”AP, APM, APH”  - series aluminum dockplates  - best suited for two wheeled hand trucks,
pallet jack (powered and non-powered), lengths in excess of 60” are not recommended for
pallet jack traffic due to excessive deflection,  recommend the ”LA” series or ”APC ” series
instead.  (bolt-on leg assemblies)

Pros & Cons

The following models are equipped with bolt-on steel legs:  AP , APM, APH, APHP, APXH, and the
APC series.

The locking legs of any of the above listed units are subject to more abuse than any other component
on the dockboard or dockplate.  The fact that the legs are bolted in place makes them quickly , easily
and economically replaced when damaged or broken.

The remaining listed models all have welded leg assemblies: SA , BSD, LA, and SDP series.

The welded leg assemblies are capable of absorbing more punishment at the onset, but once
damaged or broken you will require conventional arc welding equipment to implement repair in the
steel units and heli-arc welding equipment for repair of aluminum units,  either of which will require
more time and money than replacement bolt -on legs.

Keep in mind that when it comes to the leg assembly of any portable dockboard it is not a question
of whether or not the leg will become damaged or broken, the question is simply . . . . when.

Modern Light Metals, Inc.

Page 7
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Aluminum Inclines
Shipment 7-10 days
Frt. Classification
Item 168720  Sub 1
Class  100
FOB: Coloma, MI
Terms:  Net 30 days

A I
T y p e

When ordering you must
specify the total height you
want the ramp to be made
for!

If you are in doubt about
just how long a ramp to
get, please call us.  W e will
be glad to go over your
application.

Example Model No.

AI 5 - 60 - 72 - 7
Aluminum Cap. In

Incline 1,000 lbs. Width Length    Height

Aluminum Incline
5,000 lbs. capacity
60” wide
72” long
Made to go up 7”

We recommend no more than 8 o slope for lift trucks
and no more than 6 o for pallet jacks

Width 30 4 8 60 72
Capacity

lbs.
Length
Inches

Normal
Height
Inches

 Weight  Weight Weight   Weight
    lbs. Price lbs. Price lbs. Price lbs. Price

30 3.2 36 $264 53 $323 68 $414
36 3.8 42 $282 62 $352 79 $452
42 4.4 47 $306 71 $393 90 $514
48 5.1 53 $345 79 $434 101 $576
54 5.7 58 $375 88 $475 113 $638
60 6.3 67 $417 101 $529 131 $719

      30        4.2 55 $358 82 $459 107 $599 128 $703
      36 5.0 64 $391 95 $509 124 $666 149 $917
      42 5.8 73 $430 108 $570 142 $756 171 $1050
      48 6.7 82 $482 121 $631 160 $848 192 $1006
      54 7.5 91 $528 134 $692 177 $938 213 $1316
      60 8.3 99 $574 147 $754 195 $1029 235 $1227
      30 4.2 73 $426 109 $562 142 $735 171 $867
      36 5.0 85 $471 126 $629 166 $825 200 $1156
      42 5.8 97 $521 144 $707 190 $939 229 $1324
      48 6.7 109 $585 161 $785 214 $1054 257 $1254
      54 7.5 121 $642 179 $863 237 $1167 286 $1662
      60 8.3 133 $700 196 $942 261 $1282 315 $1532

5,
00

0
10

,0
00

20
,0

00

L e n g t h

W i d t h

Inclines are made from light weight Aluminum so they may be moved out of
the way.  Inclines are made to butt up against ledge.  F or heavy usage we
recommend having a steel angle at the edge of the dock.

Inclines come equipped with anchor tabs so they may be permanently
anchored if desired.
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Aluminum Dockplates

These boards are the most economical
boards for pallet truck applications as well
as low volume fork lift applications.

Strong welded curbs prevent flexing and
are more durable than bolt-on Curbs.

Also the aluminum curbs are smooth and
tapered and extend the length of the
dockboard. Edges are smooth easy to grip,
set flush to reduce wear and burring.

Aluminum curbs welded to Aluminum plate
react to a load as one unit versus steel
curbs bolted to a aluminum plates which
react individually to a load  creating unusual
stress at the fasteners. Curbs stay on board,
not loose and do not require continual
tightening as bolt -on curbing does.

Ideal for pallet truck applications that
require longer boards.

9” lips standard. Longer lips available at
no additional charge.

Remember side curbs take up
5 to 5 1/2” of usable width.

**  Refer to page 8 for guidelines
regarding the use of this equipment.

See pages 6 & 7 for help
in determining the correct

model number for
your customer.

Page 10

Model Number

       C  W  L

Height
Differential

inches

Weight
lbs.

Price
$

Cap.
in

lbs.

5,
00

0
15

,0
00

APC  5-60-36 5 89 $454

APC  5-60-42 6 103 $500

APC  5-60-48 7 116 $548

APC  5-60-54 9 130 $596

APC  5-60-60 11 143 $644

APC  5-60-66 5 157 $696

APC  5-60-72 7 170 $746

APC 10-60-36 5 113 $536

APC 10-60-42 6 131 $596

APC 10-60-48 7 157 $694

APC 10-60-54 9 176 $762

APC 10-60-60 11 194 $830

APC 10-60-66 5 213 $908

APC 10-60-72 7 247 $1042

APC 10-72-48 7 225 $ 990

APC 10-72-60 9 279 $ 1124

APC 15-60-36 5 148 $656

APC 15-60-42 6 172 $740

APC 15-60-48 7 206 $866

APC 15-60-54 8 230 $962

APC 15-60-60 9 255 $1052

APC 15-60-66 10 280 $1144

APC 15-60-72 11 323 $1316

APC 15-72-48 7 235 $1032

APC 15-72-60 9 292 $1178

Modern Light Metals, Inc.
Coloma, MI  49038
Ph. 800-253-1505
Fax 269-468-4320

10
,0

00

Bold type indicates stock boards.
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4" 
or  to suit

Bolt-On Steel 
Locking Legs

Overall 
Width

Useable 
Width

B
ev

el
ed

 E
dg

es

B
ev

el
ed

 E
dg

es

Max. 
Height

Safety 
Treadplate

Locking Leg Height 
2" More than Max. 
Height Differential

Or Specify if Longer Legs 
Wanted

Side Curbs  
Continuous welded, tapered rails, have  

smooth handgrips extend the entire length.

Dock

Truck

Lip Length 
9" Standard

Or Specify if 
Longer Lip 

Wanted

Length

with  Curbs

Price list effective:  May  2004 Page 11

APC
T y p e

All Boards have bolt-on Steel Legs for easy replace-
ment if damaged.  Boards have  beveled edges to
provide smooth entry & exit.

All boards are made from special non-slip Diamond
tread surface.

All welded aluminum construction makes boards as
light as possible to give years of trouble free service.

Shipment 5-7 days
Frt. Classification
Item 168720  Sub 1
Class 100
FOB:    Coloma, MI
Terms:  Net 30 days

Lifting Chains on Aluminum Boards ................. $75.00
Lifting Pads for Aluminum Boards - not for Pallet Jacks
or boards longer than 66” ................................. $48.00
T-Slot for T-Hooks ............................................ $120.00
Lifting Channels ...............................................$370.00
Four Hole Side Locks ...................................... $140.00
 Gives 4,6,8, & 10” adjustment  (Pins 1” dia. 9” long)
For Each Additional Hole  Add ......................... $20.00
Dockaide with Slot in Board ........................... $360.00

Optional Items for Aluminum Plates with Curbs

Additional Bend .................................................$60.00
Painting Side Rails Orange ............................... $26.00
Stenciling Capacity on Curbs ........................... $20.00
Welding Initials on Board (Per letter) .................. $6.50
Add on for Board & Ramp Combinations ...... $200.00
Abrasive Surface for Boards ............................ Call
Slot for Dockaide ...............................................$42.00

Example - Model Number:

APC 10-60-48-7

Aluminum Plate with Curbs
10,000 lbs. capacity
60” wide  Overall - 54” usable
48” long - includes 9” lip
Good for Height differentials up to 7”
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Aluminum T ruck

Light weight aluminum
construction insures years
of trouble free service.
Portable boards can be
moved to different dock
locations and need no
maintenance.

See pages 6 & 7 for help
in determining the correct
model number for your
customer.

Remember side curbs
take up 6” of usable
width.  Widths shown are
overall widths.

9” lips standard.  Longer
lips available at no
additional charge. Just let
us know how long.  We
recommend 15” for
refrigerated trailers.

Legs are 2” longer
than height differential.

Flared Boards are available
upon request. Contact
sales office for price.

Axle Capacity 4,000 5,000 8,000 10,000

Width Length
Ht.

Diff . Weight Price Weight Price Weight Price Weight Price

30 4 68 $  508 68 $  508
36 5 79 $  548 79 $  548
42 6 90 $  596 90 $  596
48 7 101 $  644 101 $  644
54 8 112 $  692 112 $  692
60 9 123 $  740 123 $  740
66 10 134 $  791 134 $  827
72 11 145 $  842 157 $  872
78 12 156 $  885 170 $  926
84 13 182 $1012 182 $1012
90 14 194 $1066 194 $1066
96 15 206 $1149 206 $1149
30 4 81 $  555 81 $  555 104 $  638 104 $ 638
36 5 94 $ 601 94 $  601 121 $  700 121 $ 700
42 6 107 $  657 107 $  657 138 $  770 145 $ 795
48 7 120 $  712 120 $  712 163 $  859 163 $ 859
54 8 133 $  767 133 $  767 181 $  931 181 $ 931
60 9 146 $  822 146 $  822 199 $1003 211 $1116
66 10 159 $  872 170 $  908 217 $1108 230 $1200
72 11 171 $  930 184 $  969 235 $1184 249 $1283
78 12 184 $  988 198 $1029 268 $1376 268 $1378
84 13 212 $1152 212 $1152 287 $1492 310 $1588
90 14 226 $1213 226 $1213 306 $1567 331 $1677
96 15 240 $1274 240 $1274 326 $1650 351 $1766

48

60

SPECIAL NON-SLIP
DIAMOND

TREAD
SURFACE

W i d t h
L e n g t h

BEVELED
EDGE
BOTH ENDS

SAFETY FLANGE
PREVENTS BOARD
FROM SLIPPING

Modern Light Metals, Inc.
Coloma, MI  49038
Ph. 800-253-1505
Fax 269-468-4320

Additional Bend ...............................................$  60.00
Painting Side Rails Orange ............................. $  26.00
Stenciling Capacity on Curbs ......................... $  20.00
Welding Initials on Board (Per letter) .............. $    6.50
Add on for Board & Ramp Combinations ...... $200.00
Abrasive Surface for Boards ............................ Call
Slot for Dockaide .............................................$  42.00
Dockaide with Slot in Board.............................$ 360.00

Lifting Chains on Aluminum Boards ............... $  75.00
Lifting Pads for Aluminum Boards - not for Pallet Jacks
or boards longer than 66” ............................... $  48.00
T-Slot for T-Hooks ............................................ $120.00
Lifting Channels ...............................................$370.00
Four Hole Side Locks ...................................... $140.00
 Gives 4,6,8, & 10” adjustment  (Pins 1” dia. 9” long)
For Each Additional Hole  Add ..................... $    20.00

Optional Items for Aluminum T ruck Dockboards

4" 
or  to suit

Bolt-On Steel 
Locking Legs

Overall 
Width

Useable 
Width

B
ev

el
ed

 E
dg

es

B
ev

el
ed

 E
dg

es

Max. 
Height

Safety 
Treadplate

Locking Leg Height 
2" More than Max. 
Height Differential

Or Specify if Longer Legs 
Wanted

Side Curbs  
Continuous welded, tapered rails, have  

smooth handgrips extend the entire length.

Dock

Truck

Lip Length 
9" Standard

Or Specify if 
Longer Lip 

Wanted

Length
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Additional Bend .................................................$60.00
Painting Side Rails Orange ............................... $26.00
Stenciling Capacity on Curbs ........................... $20.00
Welding Initials on Board (Per letter) .................. $6.50
Add on for Board & Ramp Combinations ...... $200.00
Abrasive Surface for Boards ............................ Call
Slot for Dockaide ...............................................$42.00



Dockboards LA
T y p e

All boards have beveled
edges to provide smooth
entry & exit.

Continuous handgrips
extend the length of
tapered siderails.  Edges
are smooth easy to grip,
set flush to reduce wear
and burring.

All boards are made from
special non-slip Diamond
tread surface.

All welded aluminum
construction make boards
as light as possible and
give years of trouble free
service.  No bolts to
loosen, boards stay in one
piece.

Axle Capacity 13,000 15,000 20,000 25,000

Width Length
Ht.

Diff . Weight Price Weight Price Weight Price Weight Price

30 4 128 $  750 133 $  769 138 $  806
36 5 156 $  846 156 $  846 168 $  940
42 6 179 $  939 179 $  939 193 $1046
48 7 202 $1061 211 $1129 230 $1248
54 8 235 $1230 235 $1230 256 $1371
60 9 259 $1340 275 $1418 283 $1483
66 10 282 $1444 300 $1521 327 $1696
72 11 326 $1631 326 $1631 355 $1818
78 12 351 $1740 351 $1740 383 $1940
84 13 377 $1882 401 $2008 411 $2095
90 14 402 $1992 428 $2125 439 $2217
96 15 428 $2101 455 $2241 467 $2340
30 4 150 $  984 156 $1003 184 $1180 189 $1228
36 5 182 $1133 182 $1133 222 $1421 222 $1421
42 6 209 $1301 209 $1301 256 $1607 267 $1665
48 7 235 $1190 244 $1258 289 $1783 302 $1839
54 8 272 $1661 272 $1661 336 $2020 336 $2020
60 9 299 $1497 316 $1568 371 $2202 388 $2300
30 4 200 $1269 200 $1269 210 $1354 243 $1535
36 5 241 $1496 241 $1496 253 $1598 293 $1813
42 6 277 $1833 277 $1833 291 $1940 349 $2267
48 7 313 $1994 322 $2061 328 $2114 440 $2317
54 8 359 $2269 359 $2269 380 $2399 503 $2746
60 9 396 $2305 396 $2305 420 $2447 551 $2894

60

72

84

Price list effective:  May  2004 Page 13

2 5/8 - 5” high

Note:
Boards can be reversed to accommodate trucks that are
lower than the dock.    If  customer  has trucks that are
lower than the dock be sure the standard 9” lip is long
enough .  Many customers have 5-6” thick rubber bumpers
at their dock and need longer lips.  There is no additional
charge for the  longer lip but we do  need  to know  how
long to make it.  We recommend a lip of at least 12”
when the board needs to be reversed

Example Model Number:

    LA 10-60-48-7

Alum Truck Dockboard
10,000 lbs. capacitiy
60” wide - Overall
   (54” useable)
48” long (includes 9” lip)
Good for Height Differentials up to 7”

Shipment 7-10 days
Frt. Classification
Item 168720  Sub 1
Class 100
FOB:   Coloma, MI
Terms: Net 30 days



LA
T y p e
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Optional Lifting Chains

When Aluminum boards get too heavy to handle
by hand, lifting chains may be added to facilitate
moving.  Lifting Chains enable user to move
long cumbersome boards by lift truck.  Chains
are set in 30” from the tail end of the board
unless fork length is given.  This is extremely
important on long boards. Tell us the fork length
of the lift truck on boards longer than 60”.

Add ...............................$ 75.00 to list price.

Optional Lifting P ads

Lifting Pads are only practical for lift truck applications.
(not intended for use with pallet trucks since the pads
raise the leading edge 1/4” off the floor).   Also please
note that pads can only be used on boards up to 60”
long with 36” long forks, or 72” long with 42” forks, or
78” long with 48” forks.  Boards over 78” should use
lifting chains with a T-Slot.

Add .............................. $ 48.00  to list price.

Optional Items for
Aluminum T ruck

Dockboards & APC

For Board & Ramp Combinations:
Price board and ramp separtely then
add $ 200 to cover the cost of the dock
hooks, pins, and permanent leg
construction.

L I F T I N G
CHAINS
(optional)

THREE
PADS 2” X 2” x ¼”

WHICH KEEP THE PLATE  OFF
FLOOR SO THAT FORKS CAN

SLIDE UNDER PLATE

B O T T O M
V I E W

Additional Bend .................................................$60.00
Painting Side Rails Orange ............................... $26.00
Stenciling Capacity on Curbs ........................... $20.00
Welding Initials on Board (Per letter) .................. $6.50
Add on for Board & Ramp Combinations ...... $200.00
Abrasive Surface for Boards ............................ Call
Slot for Dockaide ...............................................$42.00
Dockaide with Slot in Board.............................$360.00

Lifting Chains on Aluminum Boards ................. $75.00
Lifting Pads for Aluminum Boards - not for Pallet Jacks
or boards longer than 66” ................................. $48.00
T-Slot for T-Hooks ............................................ $120.00
Lifting Channels ...............................................$370.00
Four Hole Side Locks ...................................... $140.00
 Gives 4,6,8, & 10” adjustment  (Pins 1” dia. 9” long)
For Each Additional Hole  Add ......................... $20.00

Optional Items for Aluminum T ruck Dockboards

Page 13
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Introducing  the         Dockaide
A Multi P urpose Lift-Mover

New way to lift and handle

Aluminum Dockboards & Dockplates

Now has many other uses also.

Makes handling boards & plates easier.  By putting the
weight on wheels and using the Dockaide’s
mechanical advantage, moving boards is now much
easier.  Recommended especially where there are no
lift trucks to help move the board. The Dockaide is a
versatile piece of equipment that can also be used as
a pry bar, and or Mini-Crane.  Good for boards up to
66” long and 200 lbs.
Add ............................................$360 to list price

Adjustable boom  - Picks up
buckets

Pry Bar
Adjustable length handle
makes it easier to handle
heavy loads.

Side Locks & Pins
Used where the truck can not back up perpendicular
to the dock and must come in at an angle. Or may
also be needed when truck must park out away from
the dock because of overhead clearance problems
or when the customer has no room for a long board
because of a shallow dock.  He can then buy a longer
board and stick the extra length out over the drive.
Come standard with 4 holes giving 8” of adjustment.
Add   ............................... $140.00 to list price

For each additional hole (gives 2” more adjustment)
Add................................... $20.00  to list price

When ordering, please tell us how many holes are
needed and location of first hole from cross member
(minimum gap or span they would have).



Tension Spring with Safety Cable

Length of Ramp

Plate is level 
at 48-50"

above ground Level

Height of Ramp

48"

Lifting Chain

D
o

o
r

Hinged Board & Ramp Combination

Piano Style Hinge 

Useable 
WidthOverall Width

Modern Light Metals Inc.
Coloma, MI 49085

269-468-5041

Aluminum
Treadplate Truck

Page 16Page 15
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Used when the board length needed for a given application is longer than a one piece unit.  The fixed ramp is
made to get up to 50” above the ground.  A light weight hinged aluminum board then goes up or down
from this 50” height.   Board hinges back vertically out of the way so overhead doors can be closed without
moving the unit.  No more handling board and ramp combinations by hand. A good solution for pallet trucks
and the low dock situation when the unit does not need to be moved out of the way .

Call for suggested sizes and pricing.

Steel Ramp

10,000 lbs. capacity
60” overall width with 54” usable
ramp 96” long - made to go up 11”
Slope 6.6 degrees - 11% grade
Weight 1130 lbs.

Hinged Aluminum Board

10,000 lbs. capacity
60” overall width with 54” usable
board length 48”
Can accommodate 7” above to 8” below
Weight of board only  135 lbs.
Spring assists to help lift board
Weight of ramp & board  1283 lbs.
Price ..................................$ 4020.00 list

A Low Dock Alternative

Example:     SAR-10-60-96-11  Steel Ramp  &  LAH 10-60-48-7  With Hinged Aluminum Board

Optional Spring Assists:

Used when board becomes too heavy to
lift by hand.
Add ........25 lbs. and ........$ 300 list
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L

S A
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Steel Truck

Regular

Rugged Steel
Construction gives
years of trouble free
service even where
treatment of product is
considered rough.

Tapered side curbs
give good tire
protection and take up
6 to 7” of useable
width.  Widths shown
are overall widths.

See pages 6 & 7 for
help in determining the
correct model number
for your customer.

9” lips standard.
Longer lips available at
no additional charge.

Legs are 2” longer than
height differential
unless otherwise
specified.

Stock Boards in Bold typeface.

Axle Capacity 10,000 15,000 20,000 30,000

Width Length
Ht.

Diff . Weight Price Weight Price Weight Price Weight Price

30 4 324 $  826 356 $  854 439 $  924
36 5 371 $  876 409 $  910 505 $  991
42 6 418 $  927 463 $  967 571 $1058
48 7 465 $  979 516 $1023 637 $1126
54 8 512 $1029 570 $1079 712 $1201
60 9 559 $1079 632 $1145 779 $1270
66 10 606 $1144 687 $1217 876 $1438
72 11 654 $1201 775 $1369 947 $1516
78 12 701 $1324 833 $1501 1018 $1659
84 13 761 $1403 892 $1575 1100 $1768
90 14 808 $1547 950 $1729 1171 $1933
96 15 907 $1714 1009 $1803 1242 $2019
30 4 373 $  879 411 $  897 511 $  997
36 5 427 $  937 473 $  969 588 $1074
42 6 481 $  994 535 $1030 665 $1151
48 7 596 $1105 596 $1092 750 $1236
54 8 658 $1176 667 $1208 827 $1322
60 9 720 $1240 729 $1275 930 $1483
66 10 781 $1312 821 $1348 1013 $1571
72 11 843 $1382 888 $1460 1106 $1684
78 12 917 $1553 955 $1620 1188 $1859
84 13 979 $1631 1021 $1701 1270 $1956
90 14 1100 $1891 1100 $1863 1353 $2108
96 15 1167 $1973 1167 $1945 1644 $2302
30 4 467 $1012 556 $1098 583 $1116 762 $1432
36 5 537 $1089 644 $1193 671 $1211 891 $1586
42 6 607 $1165 731 $1287 765 $1312 1015 $1736
48 7 677 $1250 819 $1387 854 $1414 1169 $1996
54 8 746 $1326 916 $1490 964 $1588 1298 $2148
60 9 816 $1352 1004 $1519 1070 $1648 1427 $2300
66 10 886 $1508 1135 $1821 1162 $1840 1555 $2481
72 11 967 $1543 1228 $1848 1255 $1866 1849 $2702
78 12 1051 $1781 1321 $2096 1348 $2114 1989 $2934
84 13 1164 $1967 1414 $2209 1441 $2227 2128 $3109
90 14 1239 $2120 1507 $2379 1732 $2486 2268 $3342
96 15 1314 $2215 1600 $2491 1836 $2607

60

72

8 4

Safety Flange Prevents Boards
From Slipping

(No pins to mess with or get bent!)

T r u c k

R o u n d e d
S i d e

C u r b s Dock

L e n g t h

W i d t h

B e v e l e d
Edges

Modern Light Metals, Inc.
Coloma, MI  49038
Ph. 800-253-1505
Fax 269-468-4320
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BSD
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Dockboards
Basic Steel Dockboard

Shipment 7-10 days
Frt. Classifcation
Item 168720  Sub 2
Class 60
FOB:   Coloma, MI
Terms: Net 30 days

Economy
Our economy line of Steel Truck Dockboards.
Made for the people who want the least
expensive way to get from point A to point B.

Same rugged Construction as the SA model
only these boards use a flat for the side curb.
These boards offer little tire protection but give
added usable width.

Both types of boards are painted Slate Gray and
come standard with lifting chains .  Curb heights
vary from 5-6” high depending on capacities.

Both types of boards come with a full width
cross member normally 6” deep.  This cross
member gives the bend  and
legs added support.  No pins to
get lost or bent. (common complaint with
competitive lines) Stock Boards in Bold typeface.

FULL WIDTH
CROSS MEMBER

LEGS ARE 2”
LONGER THAN
HEIGHT DIFFERENTIAL

Boards use a
flat for Side
Rail - Offer
Little Tire
Protection.

Example Model Number:

SA 10 - 60 - 60 - 9
    or Capacity     Width        Length Max. Ht.

Differential

Steel Truck Dockboard (Regular)
10,000 lbs. capacity
60” wide Overall (54” usable)
60” long (includes 9” lip)
Good for Height Differentials up
to 9”

Axle Capacity 10,000 15,000 20,000

Width Length
Ht.

Diff .

30 4 319 $  707 351 $  735 434 $  804
36 5 365 $  753 404 $  787 499 $  867
42 6 412 $  799 456 $  840 564 $  931
48 7 458 $  847 509 $  892 645 $  988
54 8 504 $  893 579 $  955 712 $1004
60 9 550 $  939 633 $1008 779 $1133
66 10 617 $1014 687 $1075 907 $1252
72 11 665 $1068 808 $1180 980 $1327
30 4 368 $  760 407 $  795 506 $  876
36 5 422 $  813 468 $  854 582 $  951
42 6 475 $  867 528 $  914 672 $1032
48 7 589 $  973 605 $  984 750 $1106
54 8 650 $1040 667 $1051 878 $1222
60 9 711 $1100 786 $1151 961 $1301
66 10 792 $1180 853 $1222 1056 $1411
72 11 855 $1249 921 $1294 1139 $1495
30 4 462 $  893 551 $  980 578 $  997
36 5 531 $  966 638 $1070 677 $1095
42 6 600 $1039 725 $1159 765 $1186
48 7 670 $1117 828 $1266 854 $1284
54 8 739 $1190 916 $1357 994 $1408
60 9 826 $1225 1005 $1382 1100 $1464
66 10 897 $1378 1168 $1637 1194 $1653
72 11 968 $1399 1262 $1659

60

72

84

Weight Price Weight Price Weight Price

BSD
Steel Truck
Dockboard

Optional Items for Steel T ruck Dockboards

Lifting Chains on Steel Boards..............................Standard
Lifting Pads for Steel Boards Omit Lifting Chains.  Good for
boards up to 66” long with 42” forks .......Deduct <$35.00>
T-Slot for T-Hooks ................................................ $70.00
Lifting Channels...................................................  $320.00
Four Hole Side Locks........................................... $124.00
   Gives 4,6,8, & 10” adjustment (Pins 1” dia. 9” long)
 For Each Additional Hole  Add.............................. $12.00

For Boards with LIF TING LOOPS see page 22

Additional Bend ..................................................... $130.00
Painting Side Rails Yellow........................................ $50.00
Stenciling Capacity on Curbs................................. $20.00
Welding Initials on Board (Per letter)....................... $6.50
Add on for Board & Ramp Combinations................ $300.00
Abrasive Surface for Boards..........................................Call
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STEEL TRUCK
DOCKBOARDS
With Lifting Loops

Shipment: 7-10 days
Frt. Classification
Item 168720 sub 2,
Class 60
FOB:    Coloma, MI
Terms:  Net 30 days

The Cadillac of Steel
Dockboards.  Loops make
picking up and moving even
large boards a snap.

Boards come standard  with
a double bend which en-
ables it to handle trucks
which are level with the
dock.  Not intended for
trucks below dock level!

Boards come with a 12” lip
and a full width cross
member normally 6” deep.
Extra rugged, no more bent
pins!

Boards are painted Slate
Gray.  Curb heights vary
from 4-6” high depending
on capacity.

Tapered side curbs give
good tire protection and take
up 6 to 7” of useable width.
Widths shown are overall
widths.

Loops have an opening
of  7 1/2” wide x  3 1/2”
high and are made from
high strength steel
castings.

SAL
T y p e

Lifting Loops are on 26” centers
unless otherwise specified.

Sample model no.  SAL 10-60-72-10

Capacity

Width (overall)

Length

Maximum height diff .

Axle Capacity    (Lbs.) 10,000 15,000 20,000 30,000

Width Length Weight Price Weight Price Weight Price Weight PriceMax. Ht.
Differential

60 60 8-1/2” 648 $1474 657 $1487 804 $1611
60 66 9” 702 $1544 712 $1557 901 $1778
60 72 10” 755 $1606 800 $1708 972 $1855
60 78 10-1/2” 809 $1733 858 $1838 1043 $1998
60 84 11-3/8” 875 $1820 917 $1912 1114 $2082
60 90 12” 929 $1970 975 $2065 1186 $2246
60 96 12-7/8” 983 $2040 1034 $2138 1257 $2331
72 60 8-1/2” 743 $1578 753 $1590 954 $1821 1260 $2379
72 66 9” 805 $1648 844 $1746 1036 $1910 1373 $2519
72 72 10” 867 $1718 911 $1820 1118 $1996 1485 $2657
72 78 10-1/2” 940 $1890 978 $1980 1200 $2170 1598 $2884
72 84 11-3/8” 1003 $1968 1045 $2061 1282 $2265 1898 $3072
72 90 12” 1112 $2199 1112 $2199 1364 $2418 2022 $3307
72 96 12-7/8” 1178 $2281 1178 $2281 1656 $2566 2146 $3282
84 60 8-1/2” 838 $1688 1026 $1858 1078 $1957 1435 $3436
84 66 9” 908 $1842 1144 $2131 1171 $2149 1564 $2610
84 72 10” 989 $1880 1237 $2156 1264 $2174 1694 $2575
84 78 10-1/2” 1060 $2089 1330 $2404 1357 $2422 1858 $2976
84 84 11-3/8” 1173 $2274 1423 $2516 1450 $2534 1998 $2953
84 90 12” 1248 $2425 1516 $2684 1741 $2750 2137 $3105
84 96 12-7/8” 1323 $2519 1608 $2796 1845 $2867

Length

Width
(overall)

Modern Light Metals, Inc.
Coloma, MI  49038
Ph.  800-253-1505
Fax  269-468-4320
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BSD
Steel Truck
Dockboard


